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Impressed Current Cathodic Protection

Impressed current systems are generally installed on those
tank systems that are older and do not have any form of
protection (bare steel tanks and piping).




Impressed Current Cathodic Protection

Impressed Current
cathodic protection uses
an electrical circuit to
provide corrosion
protection. Anodes are
Installed around the tanks
and/or piping. These
anodes are attached to a
rectifier and to the
structure being protected.
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Impressed Current Cathodic Protection

The rectifier uses commercial
electrical power to activate the
anodes. These activated
anodes then send energy to the
structure being protected. This
energy is transmitted to the Grads
structures’ surface to inhibit
corrosion. The structure then
sends energy back to the
rectifier to complete the circuit.
This circuit of energy takes : T
away energy from the tank (or

piping) which would usually

cause corrosion.




Impressed Current - Rectifier

Electrical power to the rectifier must remain on at all timeg

otherwise the tanks/piping are not protected.




Impressed Current System
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Every 60 days check that the rectifier is on
and operating (volts and amps shown on the
gauges). Record the information on the 60-
Day Record of Rectifier Operations (shown).
6 months worth of readings (the most recent
3 inspections) are required to be on hand at
all times.




Impressed Current System

Periodically
Inspect the
cables that run
across and
around the tank
fleld to make sure
that none are
exposed or
broken (either
condition should
be repaired
Immediately).




Impressed Current Cathodic Protection

The cathodic protection system
must be tested at least once
every three years by a qualified
cathodic protection tester.




Impressed Current Cathodic Protection
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Impressed Current Cathodic Protection

=|f the test or part of the
test fails, the system must
be repaired within 30 days

=After the system is
repaired, it must be
retested within 6 months
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